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Request for Quotation (RFQ-PBE)
Portable Blast Equipment:

Customer/Company Name: 
Contact Name: 
Address: 
[bookmark: _GoBack]City, State, Zip: 
Phone: 	Fax: 
E-mail: 

Proposed Budget Available: 
Time Frame Needed:    Abrasive to be used: 

Equipment Request:	

Manufacture Request: 

Size (specify in cu. Ft. or lbs – we will quote closest capacity to)


Configuration: Note: this may not be available on all makes, systems, sizes or configurations.



Remote Control System:



Metering Valve Upgrade: Unless specified, valve will be standard depending on the configuration chosen above.  Schimdt® valves are used on new Schmidt equipment only, Clemco® valves are used on new Clemco equipment only as well.




Available Options/Upgrades: (check if needed)











Specify Any Other Requirements or features you need:

Delivery Quote Needed:	
Unless specified, all freight is F.O.B: Shipping point (factory)
Location Shipping to (City, State & Zip):	
Forklift Available: 	Dock Available: 
If no dock or forklift, do you need a lift gate (extra charge): 
Residential Delivery: 
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Portable Equipment
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Stationary Pot
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BRS-Blast & Recovery
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Double Chamber
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Bulk Unit (larger than 20 Cu Ft)
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Soda Pot/Multi-Media Series
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Schmidt® Mfg
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Clemco® Ind
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No Preference
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Other
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Pressure Release-Depressurizes each time handle is released.
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Pressure Hold- Vessel stay pressurized until manually 

depressurized
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Pneuamtic
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Electric (specify Voltage needed)
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Thompson® II Valve w/TC sleeve (Schmidt® only)
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Auto-Quantum Valve (Clemco® only)
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50' Blast Hose & Nozzle
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Moisture Separator (if not provided)
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Air Prep System (specify size and type) Aftercooler/Air Dryer
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Additional Outlets/Users (specify)
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Abrasive Cut-off (upgraded Valve will be selected)
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Pressure Regulator
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Spider (Umbrella)
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Lid
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Loading Skid
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Union End Ball Valve (per outlet)


image42.wmf
Safety Equipment Needed: Helmet/Filter, Suit, Gloves
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